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14GT8 
Twin Diode—High-Mu Triode 


9-PIN MINIATURE TYPE 
GENERAL DATA 


Electrical: 
Heater, for Unipotential Cathodes: 
Voltage {AC ог OC)... 2... ee ee, 14 + 10% volts 
Current at 14 volts. .......2-.. 0.15 amp 
Direct Interelectrode Capacitances:“ 


Triode Unit: 


Grid “to plate e u повара 1.8 puf 

Grid to cathode and heater... . . . . 1.6 puf 

Plate to cathode and heater . . . . . . 0.24 ри? 
Diode Units: 

Diode-No.1 plate to triode grid... . 0.09 max. ии? 


Diode-No.2 plate to triode grid . . . . 0.07 max. puf 
Either diode cathode to all other tube 


electrodes. . . . . BNO ty ТК НР 6.5 uuf 
Diode plate to cathode and heater 
(Each unit) aaa ee ee ee 2.4 шиї 

Characteristics, Class A, Amplifier (Triode Unit): 
Plate ХО 1таае.............. 250 volts 
Grid Voltage... . 2... . е әзе ез -3 volts 
Amplification Factor. .......... 72 
Plate Resistance (Арргох.)........ 72000 ohms 
Transconductance. „и... 1000 pmhos 
Plate Current ............... 0.7 ma 
Mechanical: 
Operating Розїїїоп.................... Апу 
Maximum Overall Length. s. sosoo a 2-3/16" 
Maximum Seated [епїһ............... 1-15/16" 
Length, Base Seat to Bulb Top (Excluding tip) . . 1-9/16" + 3/32" 
Diameters: ы te шз де К” Bee ee уа ae Eo a 0.750" to 0.875" 
Dimensional Outline... .......8. See General Section 
БИ Бу» е, he ak Boats а 0 og PE cease ast ob, aces аи T6-1/2 
Ва5$ё эсли wie ee Ѕта11--Виї+оп Noval 9-Ріп (ЈЕРЕС No. E9-1) 

Basing Designation for BOTTOM VIEW. .......... 9KR 

Pin 1-Diode-No.2 Pin 5- Heater 

Cathode 46) Pin 6 – Оіоде-М№.2 
Pin 2 – Оіоде-№.1 ү) Plate 
Plate Мү Pin 7-Triode Cathode 
Pin 3 ~Diode-No.1 XO) Pin 8-Triode Grid 
- Cathode Pin 9 -Triode Plate 


Pin 4 -Неа%ег 


TRIODE UNIT — AMPLIFIER — Class A, 
Maximum Ratings, Design—Maximum Va lues: 
PLATE VOLTAGE. „еее eee жою. 330 max. volts 
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14GT8 


GRID VOLTAGE: 

Positive-bias value. „ее... О max. 
PLATE DISSIPATION. „еее eee 1.1 max. 
PEAK HEATER-CATHODE VOLTAGE: 

Heater negative with respect to cathode. . 200 max. 

Heater positive with respect to cathode. . 200° пах. 


DIODE UNITS — Two 
Values are for Each Unit 
Maximum Ratings, Design—Maximum Values: 


PEATEC-CURRENT See Ste use Ош aide Suede Se a 5 max. 
PEAK HEATER-CATHODE VOLTAGE: 
Heater negative with respect to cathode. . 200 max. 
Heater positive with respect to cathode. . 200® max. 


Characteristics, Instantaneous Test Condition: 
Plate Current for plate volts=5...... 18 


^ Without external shield. 
® тһе ас component must not exceed 100 volts. 
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AVERAGE PLATE CHARACTERISTICS 
Triode Unit 
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PLATE MILLIAMPERES 
92CM-10835 
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AVERAGE CHARACTERISTICS 
Triode Unit 
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